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	Section I  - Product Identification
	24 Hour Emergency Assistance 
Emergency  (800)-424-9300 
Information  (866) 892-3447 

	Product Number: SM-6748 
Product Name: Supermarine Red Lead Replacement Primer
		   Hazard Rating 
           0             Lowest 
           1                  | 
           2                  | 
           3                  | 
           4           Extreme 
	This Product 
   Health: 3 
   Flammability: 2 
   Reactivity: 0 
   Personal Protection: G 




	Hazardous Material: Yes:        No:  XX
	

	EPA Registration Number  (if applicable): N/A
	


Section II - Hazardous Ingredients



	Ingredient
	CAS Number
	Percent (By Weight)
	Occupational 
TLV (ACGIH)
	Exposure 
PEL (OSHA)

	Mineral Spirits
	8032-32-4
	50-60%
	100ppm
	250ppm

	Xylene
	1330-20-7
	1-5%
	100ppm
	100ppm

	Lead (of Chrome Yellow) 
Chromate (CR6+ of Ch. Ylw.) 
	1333-82-0
	8%
	0.05mg/m3
	0.10mg/m3


"Pursuant to Title III of the Superfund Amendments and Reauthorization Act of 1986 (SARA) and 40 CFR Part 372, this product contains or may contain a toxic chemical in a quantity subject to the reporting requirements under Section 313"
	Section III - Physical Data

		Boiling Range: 307-387 F.
	Weight/Gallon: 12.6 lbs.
	Vapor Pressure: 2.6mmHg@20C

	Vapor Density:
	Heavier than Air: XX
	Lighter than Air:

	Evaporation Rate:
	Faster than Ether:
	Slower than Ether: XX 

	Percent Organic Volatile by Volume: 55%
	 
	Solubility in Water: NIL

	VOC: 440 Grams/Liter (Less Water)
	Decomposition Temp: 500 C.
	Reactivity in Water: NIL






	Appearance & Odor: Orange liquid, mild odor.


Section IV - Fire and Explosion Hazard Data
	Flammability Classification:
	OSHA:Combustible
	Flash Point: 100 F. TCC

	
	Class: 3
	LEL: 0.7%        UEL: 6.0%

	
	DOT: Combustible
	UN Number: 1263


Extinguishing Media: Foam, CO2, Dry Chemical, or Water Fog. 
Use the above or any Class B extinguishing agent. Water may be unsuitable as an extinguishing medium, but helpful in keeping adjacent containers cool. 
Special Firefighting Procedures: Firefighters and others exposed to vapors or products of combustion should wear self-contained breathing apparatus. Evacuate area of unprotected personnel. Wear protective clothing. 
Unusual Fire and Explosion Hazards: Vapors may form an explosive mixture in air and may be ignited by sparks, pilot lights, etc. Closed containers may rupture when exposed to extreme heat. 

=============================================================================================================
SECTION V: HEALTH HAZARD DATA =============================================================================================================
EFFECTS OF OVEREXPOSURE:
SKIN: THIS MATERIAL MAY CAUSE IRRITATION, SENSITIZATION, OR DEFATTING OF SKIN UPON PROLONGED OR REPEATED CONTACT. 
INHALATION: EXCESSIVE EXPOSURE TO VAPORS OR SPRAY MIST CAN RESULT IN HEADACHE, DIZZINESS, NAUSEA AND LOSS OF CONSCIOUSNESS. 
SOME REPORTS HAVE ASSOCIATED REPEATED & PROLONGED OCCUPATIONAL OVEREXPOSURE TO SOLVENTS WITH PERMANENT BRAIN & NERVOUS SYSTEM DAMAGE. 
EYES: THIS MATERIAL MAY BE AN EYE IRRITANT. 
MEDICAL CONDITIONS PRONE TO AGGRAVATION BY EXPOSURE: NONE, WHEN USED IN ACCORDANCE WITH SAFE HANDLING INSTRUCTIONS. (SEE SECTION VIII)
PROLONGED/REPEATED EXPOSURE: AFFECTS BLOOD; CAN CAUSE KIDNEY, LIVER DAMAGE.
EMERGENCY AND FIRST AID PROCEDURES:
SKIN: PROMPTLY WASH WITH SOAP AND WATER. REMOVE AND WASH ANY CONTAMINATED CLOTHING BEFORE REUSE. 
EYES: FLUSH WITH LARGE QUANTITIES OF WATER FOR 15 MINUTES AND SEEK MEDICAL ATTENTION. 
SWALLOWING: IF INGESTED DO NOT INDUCE VOMITING; KEEP PERSON WARM AND QUIET AND GET MEDICAL ATTENTION. ASPIRATION OF MATERIAL INTO 
LUNGS CAN CAUSE CHEMICAL PNEUMONITIS WHICH CAN BE FATAL. 
INHALATION: REMOVE VICTIM TO FRESH AIR IMMEDIATELY. IF RESPIRATORY SYMPTOMS DEVELOP, SEEK MEDICAL ATTENTION AT ONCE. 
PRIMARY ROUTE(S) OF ENTRY: INHALATION, DERMAL, INGESTION.
CARCINOGENICITY: THIS PRODUCT CONTAINS KNOWN CARCINOGENS IN REPORTABLE QUANTITIES AS DEFINED BY ACGIH, OSHA, NTP, IARC.
=============================================================================================================
SECTION VI: REACTIVITY DATA
=============================================================================================================
STABILITY: UNSTABLE:      STABLE: XX 
HAZARDOUS POLYMERIZATION: MAY OCCUR:         WILL NOT OCCUR: XX 
HAZARDOUS DECOMPOSITION PRODUCTS: INCOMPLETE COMBUSTION CAN YIELD CARBON MONOXIDE AND TOXIC VAPORS WHEN HEATED.
CONDITIONS TO AVOID: HEAT, SPARKS & OPEN FLAME. CAN REACT VIOLENTLY IN CONTACT WITH ALUMINUM & ZINC POWDERS AS WELL AS VARIOUS REDUCING AGENTS.
INCOMPATIBILITY: AVOID CONTACT WITH STRONG OXIDANTS, ACIDS, BASES AND EPOXY HARDENERS UNDER UNCONTROLLED CONDITIONS.
=============================================================================================================
SECTION VII: SPILL OR LEAK PROCEDURES
=============================================================================================================
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: REMOVE ALL SOURCES OF IGNITION. VENTILATE AREA. ABSORB SPILL WITH AN ABSORBENT MATERIAL SUCH AS SAWDUST, VERMICULITE OR SAND AND PLACE MATERIAL INTO A CLOSED CONTAINER. IF LARGE SPILL, DIKE AREA TO PREVENT THIS MATERIAL FROM ENTERING WATER SYSTEMS OR SEWERS. WEAR PROTECTIVE EQUIPMENT DURING CLEANUP.
WASTE DISPOSAL METHOD: IF DISCARDED, THIS MATERIAL AND CONTAINERS SHOULD BE TREATED AS HAZARDOUS WASTE BASED ON THE CHARACTERISTICS OF IGNITABILITY AS DEFINED UNDER FEDERAL RCRA REGULATIONS (40 CFR 261). DISPOSAL OF THIS MATERIAL OR ITS CONTAINERS REQUIRES COMPLIANCE WITH APPLICABLE LABELING, PACKAGING AND RECORDKEEPING STANDARDS.
WASTE DISPOSAL: DISPOSE IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL AGENCIES. GROUND HANDLING EQUIPMENT TO PREVENT SPARKS.
FOR FURTHER INFORMATION: CONTACT YOUR STATE OR LOCAL WASTE AGENCY OR THE UNITED STATES ENVIRONMENTAL PROTECTION AGENCY'S RCRA HOTLINE
(1-800-424-9346 OR 1-202-382-3000).
=============================================================================================================
SECTION VIII: SAFE HANDLING AND USE INFORMATION KEEP OUT OF THE REACH OF CHILDREN
=============================================================================================================
RESPIRATORY PROTECTION: A P-2 CANISTER-TYPE RESPIRATOR MUST BE WORN TO PREVENT THE INHALATION OF VAPORS OR SPRAY MIST WHEN THE TLV OR PEL IS EXCEEDED.
VENTILATION: GENERAL VENTILATION IS REQUIRED DURING NORMAL USE. LOCAL VENTILATION MAY BE REQUIRED DURING CERTAIN OPERATIONS TO KEEP EXPOSURE LEVEL BELOW THE LIMITS LISTED IN SECTION II OF THIS DATA SHEET.
PROTECTIVE GLOVES: CHEMICAL RESISTANT NITRILE, NEOPRENE OR RUBBER GLOVES REQUIRED.
EYE PROTECTION: WEAR FACE SHIELD OR CHEMICAL GOGGLES.
OTHER PROTECTIVE EQUIPMENT: WEAR PROTECTIVE CLOTHING TO PREVENT SKIN CONTACT. EYE WASH STATION AND SAFETY SHOWER SHOULD BE AVAILABLE.
HYGIENIC PRACTICES: WASH HANDS BEFORE EATING OR SMOKING.
=============================================================================================================
SECTION IX: SPECIAL PRECAUTIONS INDUSTRIAL USE ONLY !!!
=============================================================================================================
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING: AVOID PROLONGED OR REPEATED INHALATION OF HEATED VAPORS OR SPRAY MIST. KEEP AWAY FROM HEAT OR OPEN FLAME. THIS MATERIAL MAY CAUSE SENSITIZATION. DO NOT GET IN EYES, ON SKIN OR CLOTHING. DO NOT ALLOW CONTAMINATED CLOTHING TO CONTACT SKIN. DO NOT WELD ON FULL OR EMPTY CONTAINERS. KEEP CONTAINERS CLOSED WHEN NOT IN USE, AND PROPERLY LABELED.
=============================================================================================================
SECTION X: SUPPLEMENTAL INFORMATION
=============================================================================================================
THIS MATERIAL HAS BEEN CATEGORIZED AS HAVING THE FOLLOWING HAZARD(S) AS DEFINED BY SARA TITLE III REGULATIONS (40 CFR 370): ACUTE, FIRE
THE INFORMATION IN THIS DATA SHEET IS BELIEVED TO BE ACCURATE AND TRUE AT THE TIME OF PREPARATION OF THIS DOCUMENT. THIS IS NOT A WARRANTY OF PRODUCT OR PRODUCT SPECIFICATION. THE END-USER OF THIS PRODUCT IS ADVISED TO VERIFY IN ADVANCE THAT THE INFORMATION IN THIS SHEET IS CURRENT, APPLICABLE, AND SUITABLE TO THEIR CIRCUMSTANCES.
